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S E C T I O N  F I V E

CONTROL VALVES AND METERS
METERS

Mechanical Preset

Alemite Mechanical Preset Meters feature a classic dial design to accurately 
measure and totalize fluid dispensed, where automatic fill capability is important.

FEATURES:
• Large, easy to read dial face
• Meter automatically shuts off when preset amount has been dispensed
• Latch control permits shut off during operation
• 1,000 psi (69 bar) maximum operating pressure
• Non-drip nozzle included
• Fluid compatibility – Oil, gear oil, ATF
• Valve inlet: ½" NPTF(f ) with swivel

Product #
Dial 
Registers Fluids

Odometer 
Registers Dial Range Extension Non-Drip Tip Weight

3690-C Quart Gear oil, motor oil, ATF Gallon Quart (0-60) Rigid Manual high volume 5.1 lb (2.3 kg)
3691-C Gallon Gear oil, motor oil, ATF Gallon Gallon (0-15) Rigid Manual high volume 5.1 lb (2.3 kg)
3692-C Quart Antifreeze Quart Quart (0-60) Rigid Manual high volume 5.1 lb (2.3 kg)
3693-C Liter Gear oil, motor oil, ATF Liter Liter (0-60) Rigid Manual high volume 5.1 lb (2.3 kg)
3696-C Quart Gear oil, motor oil, ATF Quart Quart (0-16) Rigid Manual high volume 5.1 lb (2.3 kg)

3690-C


