INDUSTRIAL HOSE // WATER & LIQUIDS

Dimensions shown may be changed without prior notice
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General purpose food quality S&D - PVC
FDA - EU 10/2011 A+B+C - AS 2070

Construction: transparent PVC - abrasion and ozone resistant.
Reinforcement: Steel helix wire.

Application: general purpose liquid food and alcoholic
beverages suction and delivery - max 20%.

Sterilize with 5% soda solution.

Constant operation: -5 °C +60 °C (+23 °F +140 °F)
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650 40,0 1,57 90 0,160 0,11
300 52,0 2,05 85 0,195 0,14
270 56,0 2,20 85 0,210 0,15
270 64,0 2,52 85 0,250 0,17
270 72,0 2,83 85 0,300 0,21
225 80,0 3,15 85 0,330 0,23
225 88,0 3,46 85 0,380 0,26
225 100,0 3,94 85 0,515 0,35
180 120,0 4,72 85 0,610 0,41
180 128,0 5,04 85 0,650 0,44
180 140,0 5,51 85 0,785 0,53
180 152,0 5,98 85 0,810 0,55
135 160,0 6,30 85 0,885 0,60
135 180,0 7,09 80 1,100 0,74
135 204,0 8,03 80 1,230 0,83
90 240,0 9,45 80 1,700 1,15
90 252,0 9,92 80 1,775 1,20
90 280,0 11,02 80 2,030 1,37
90 304,0 11,97 70 2,350 1,58
90 320,0 12,60 70 2,500 1,69
90 360,0 14,17 70 3,000 2,02
90 408,0 16,06 70 3,480 2,34
135 420,0 16,54 90 4,250 2,86
90 608,0 23,94 70 7,200 4,84
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