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Spiral Recoil Hose

Single Tube NSF 51®
Polyurethane Spirals

Specifications
Temperature Range -40°F to 160°F*

Vacuum Rating 28” HG

Tolerance (1/8” to 1/2”) +/- .005”

Hardness Shore 98A

Safety Factor 3:1

Material PU (Polyurethane)

Pressure Range See Charts

Media Gases & Liquids

Tariff Code 3917.32.0000

*Note: Green, Clear Green, Yellow, -40°F to 150°F

ATP’s Polyurethane TechniSpiral™ is constructed of NSF 51® Certified
Surethane™ Tubing. Constructed of ether-based resin, Polyurethane
TechniSpirals resist hydrolysis brought on by humidity and contact with
moisture.

•   Resists Kinking
•   Excellent Coil Memory
•   Wide Variety of Sizes and Colors

Material Availability by Color Code
Model BK C CB CG CR G GY LB LG NB OR R W Y

1PS-04M/532 9 9 9 X X 9 X 9 X 9 X 9 X 9

1PS-14 9 9 9 X X 9 9 9 X 9 X 9 9 9

1PS-08M/516 9 9 9 X X 9 X 9 X 9 X 9 9 9

1PS-38 9 9 9 X 9 9 LQ 9 X 9 X 9 9 9

1PS-12 9 9 9 X X LQ LQ LQ LQ 9 X 9 9 LQ

1PS-06M 9 9 9 X X 9 X 9 X 9 X 9 X 9

1PS-10M 9 9 9 X X 9 X 9 X 9 X 9 X 9

1PS-12M 9 9 9 X X 9 X 9 X 9 X 9 X 9

9: Available Material – Ready to Spiral  X: Not-Stocked (Minimum Runs Apply) – Contact ATP 
LQ = Limited Material Quantities, Contact ATP

Availability is Subject to Change, Contact ATP

Certifications/Compliance
ROHS Compliant

NSF 51® Certified

Meets NSF 61® Requirements

Fitting Compatibility
Technifit™ Push to Connect (Page 52 - 173)

Compression

Hose-Barb (Page 251)

1 PS - 532 - 05 - BK

1 TechniSpiral™ Number of Turns

05 5

10 10

15 15

20 20

30 30

40 40

Color

BK Black

C Clear

CB Clear Blue

CG Clear Green

CR Clear Red

G Green

GY Gray

LB Light Blue

LG Light Green

NB Navy Blue

OR Orange

R Red

W White

Y Yellow

Tubing OD

04M/532 4mm/ 5/32”

14 1/4”

38 3/8”

12 1/2”

06M 6mm

08M/516 8mm/5/16”

10M 10mm

12M 12mm

Material

PS 98A PU

™

Note: See Back Cover or Website for Chemical Compatibility
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Metric Sizes
Model

(choose color) O.D. I.D. Total 
Turns

Working 
Length

Retracted 
Length

Tail
Length

Working
Pressure
at 75°F

Spiral
O.D.

Package 
Weight

     1PS-04M/532-05-_

4mm 2.4mm

5 37cm 22cm

100mm
&

100mm

200 psi
(13,7 Bar) 24mm

0.01 lb

     1PS-04M/532-10-_ 10 60cm 24cm 0.02 lb

     1PS-04M/532-15-_ 15 82cm 26cm 0.02 lb

     1PS-04M/532-20-_ 20 105cm 28cm 0.03 lb

     1PS-04M/532-30-_ 30 151cm 32cm 0.04 lb

     1PS-04M/532-40-_ 40 197cm 36cm 0.06 lb

     1PS-06M-05-_

6mm 4mm    

5 51cm 23cm

100mm
&

100mm

180 psi
(12,4 Bar) 37mm

0.03 lb

     1PS-06M-10-_ 10 86cm 26cm 0.05 lb

     1PS-06M-15-_ 15 123cm 29cm 0.08 lb

     1PS-06M-20-_ 20 160cm 32cm 0.10 lb

     1PS-06M-30-_ 30 230cm 38cm 0.12 lb

     1PS-06M-40-_ 40 302cm 44cm 0.30 lb

     1PS-08M/516-05-_

8mm 4.7mm

5 53cm 24cm

100mm
&

100mm

175 psi
(12 Bar) 41mm

0.06 lb

     1PS-08M/516-10-_ 10 91cm 28cm 0.10 lb

     1PS-08M/516-15-_ 15 130cm 32cm 0.20 lb

     1PS-08M/516-20-_ 20 168cm 36cm 0.20 lb

     1PS-08M/516-30-_ 30 243cm 44cm 0.30 lb

     1PS-08M/516-40-_ 40 320cm 52cm 0.40 lb

     1PS-10M-05-_

10mm 6.5mm

5 62cm 25cm

100mm
&

100mm

150 psi
(10,3 Bar) 52mm

0.11 lb

     1PS-10M-10-_ 10 110cm 30cm 0.16 lb

     1PS-10M-15-_ 15 160cm 35cm 0.24 lb

     1PS-10M-20-_ 20 205cm 40cm 0.32 lb

     1PS-10M-30-_ 30 301cm 50cm 0.40 lb

     1PS-10M-40-_ 40 396cm 60cm 0.60 lb

     1PS-12M-05-_

12mm 8mm

5 78cm 26cm

100mm
&

100mm
150 psi

(10,3 Bar)

66mm

0.19 lb

     1PS-12M-10-_ 10 138cm 32cm 0.31 lb

     1PS-12M-15-_ 15 200cm 38cm 0.42 lb

     1PS-12M-20-_ 20 262cm 44cm 0.62 lb

     1PS-12M-30-_ 30 387cm 56cm 0.83 lb

     1PS-12M-40-_ 40 512cm 68cm 1.12 lb
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