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Spiral Recoil Hose

Strong™ Spirals are manufactured with a proprietary process that allows a 
reduced spiral diameter and increased retraction strength. Additionally, 
the reduced spiral diameter prevents any possible tangles with other spirals. 
Strong™ Spirals are ideal for assembly-line applications where multiple
spirals are in one work area.
 

•   Lightweight and Abrasion-Resistant
•   Excellent Coil Memory and Retraction Strength
•   Virtually Kink-Proof
•   Reusable Nickel-Plated Fittings with Bend-Restrictors
•   Thread Sealant Supplied on all Fittings
•   Low Moisture Absorption Rates

Reduced Diameter Spiral

Specifications
Material Polyurethane (Ether-Based)

Hardness Shore 98A

Temperature Range -68°F to 140°F 
(-55°C to 60°C)

Working Pressure at 68°F 140 psi (9,6 Bar)

Vacuum Rating 28” HG

Safety Factor 3:1

Tariff Code 3917.33.0000

ST - 14 - 10 - OR - RS

Model

ST Strong™ Spiral

ID x OD (Nominal)

316 3/16” x 5/16”

14 1/4” x 3/8”

2164 21/64” x 1/2”

1332 13/32” x 5/8”

8 5mm x 8mm

10 6.5mm x 10mm

12 8mm x 12mm

16 11mm x 16mm

Total Length

10 10 ft

15 15 ft

20 20 ft

25 25 ft

2 2m

4 4m

6 6m

8 8m

Fittings

RS Rigid & Swivel

RR Rigid & Rigid

SS Swivel & Swivel

Color

BK Black

OR Orange

Y Yellow

LG Light Green

NB Navy Blue

Fitting Compatibility
H-Style Compression Replacement Fitting (Page 220)

Material Availability by Color Code

Model BK LG NB OR Y

ST-316 X X X X 9

ST-14 X X X X X

ST-2164 X X LQ X X

ST-38 X X X X X

ST-1332 X 9 9 X X

ST-8 9 X X X X

ST-10 X X X X X

ST-12 X X X X X

ST-16 X X X X X

9: Stocked Material
X: Not-Stocked (Minimum Runs Apply)

LQ: Limited quantities
Availability is Subject to Change,

Contact ATP
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Strong™ Spiral Fractional (NPT Fittings) & Metric Sizes (BSPT Fittings) 

Model

(select color & fitting style) ID OD
Working 

Length

Total 

Length
Thread

Compressed

Length

Tool Tail

Length

Port Tail

Length

Total 

Turns

Spiral 

OD

Available 

Colors

Package 

Weight

       ST-316-10-_-_

0.1875”
(3/16”)

0.312”
(5/16”)

8’ 10’

1/4” Male 
NPT

40.0”

20” 4”

46

1.26”

0.48 lb

       ST-316-15-_-_ 12’ 15’ 51.0” 77 0.80 lb

       ST-316-20-_-_ 16’ 20’ 59.5” 107 1.13 lb

       ST-316-25-_-_ 20’ 25’ 72” 138 1.44 lb

       ST-14-10-_-_

0.250”
(1/4”)

0.375”
(3/8”)

8’ 10’

1/4” Male 
NPT

40.0”

20” 4”

38

1.62” Non-Stock

0.61 lb

       ST-14-15-_-_ 12’ 15’ 50.0” 64 0.64 lb

       ST-14-20-_-_ 16’ 20’ 61.0” 90 0.88 lb

       ST-14-25-_-_ 20’ 25’ 71.0” 115 1.13 lb

       ST-2164-10-_-_

0.328”
(21/64”)

0.500”
(1/2”)

8’ 10’

3/8” Male 
NPT

40.5”

20” 4”

29

2.13”

0.82 lb

       ST-2164-15-_-_ 12’ 15’ 51.0” 48 1.50 lb

       ST-2164-20-_-_ 16’ 20’ 62.0” 67 2.22 lb

       ST-2164-25-_-_ 20’ 25’ 73.0” 86 2.89 lb

       ST-1332-10-_-_

0.406”
(13/32”)

0.625”
(5/8”)

8’ 10’

1/2” Male 
NPT

38.0”

20” 4”

23

3.25”

1.52 lb

       ST-1332-15-_-_ 12’ 15’ 47.0” 38 2.50 lb

       ST-1332-20-_-_ 16’ 20’ 57.0” 54 3.56 lb

       ST-1332-25-_-_ 20’ 25’ 65.0” 69 4.50 lb

       ST-8-2-_-_

5mm 8mm

1.40m 2m

1/4” Male
BSPT (R)

76cm

50cm 10cm

20

32mm

0.25 lb

       ST-8-4-_-_ 2.50m 4m 99cm 49 0.51 lb

       ST-8-6-_-_ 3.85m 6m 125cm 81 0.84 lb

       ST-8-8-_-_ 5.15m 8m 151cm 114 1.19 lb

       ST-10-4-_-_

6.5mm 10mm

2.35m 4m

1/4” Male 
BSPT (R)

95cm

50cm 10cm

35

42mm Non-Stock

0.50 lb

       ST-10-6-_-_ 3.35m 6m 115cm 55 0.77 lb

       ST-10-8-_-_ 4.45m 8m 139cm 79 1.10 lb

       ST-12-4-_-_

8mm 12mm

2.40m 4m

3/8” Male 
BSPT (R)

95cm

50cm 10cm

30

55mm Non-Stock

1.00 lb

       ST-12-6-_-_ 3.30m 6m 114cm 45 1.50 lb

       ST-12-8-_-_ 4.45m 8m 137cm 64 2.22 lb

       ST-16-4-_-_

11mm 16mm

2.10m 4m

1/2” Male 
BSPT (R)

90cm

50cm 10cm

19

83mm Non-Stock

0.94 lb

       ST-16-6-_-_ 2.80m 6m 104cm 28 1.38 lb

       ST-16-8-_-_ 3.60m 8m 120cm 38 1.63 lb

Spiral Recoil Hose

NB

NB

BK

Y



205

Spiral Recoil Hose

Nylon Spirals are a great choice for industrial environments due to their
excellent coil memory and chemical resistance. Nylon is the standard for
applications that require increased working pressure and abrasion-resistance, 
such as machining centers.

•   Excellent Abrasion-Resistance
•   Economical
•   Low Moisture-Absorption Rate
•   High Retraction-Strength
•   Equipped with Swivel Fittings
•   Reusable Nickel-Plated Fittings with Bend Restrictors
•   Thread Sealant Supplied on all Fittings
•   Available in Assemblies or Bulk

Nylon Spiral

Specifications
Material Nylon 12 (Polyamide 12)

Hardness Shore 70D

Temperature Range -60°F to 200°F 
(-51°C to 93°C)

Working Pressure at 68°F

200 psi (13,7 Bar)
1/4” - 250 PSI (17,7 Bar)
3/8” - 240 PSI (16,5 Bar)
1/2” - 210 PSI (14,5 Bar)

Vacuum Rating 28” HG

Safety Factor 4:1

Tariff Code 3917.33.0000

Nylon Spiral Fractional Sizes 
Model

(choose color) ID OD Working 
Length

Total 
Length Thread Compressed

Length
Total 
Turns

Spiral 
OD

Package 
Weight

 NS-14-12-_

0.250”
(1/4”)

0.312”
(5/16”)

10’       12.5’

1/4” Male NPT

4.7” 15

3.63”

0.37 lb

 NS-14-25-_ 20’       25’ 9.5” 29 0.57 lb

 NS-14-50-_ 40’       50’ 19.0” 58 0.94 lb

 NS-14-50-_-BULK 40’       50’ No Fittings 19.0” 58 0.94 lb

 NS-38-12-_02

0.375”
(3/8”)

0.500”
(1/2”)

10’       12.5’

1/4” Male NPT

4.5” 9

6.00”

0.61 lb

 NS-38-25-_02 20’       25’ 9.0” 18 0.93 lb

 NS-38-50-_02 40’       50’ 18.0” 35 1.61 lb

 NS-38-12-_03 10’       12.5’

3/8” Male NPT

4.5” 9 0.61 lb

 NS-38-25-_03 20’       25’ 9.0” 18 0.93 lb

 NS-38-50-_03 40’       50’ 18.0” 35 1.61 lb

 NS-38-50-_-BULK 40’       50’ No Fittings 18.0” 35 1.61 lb

 NS-12-12-_

0.500”
(1/2”)

0.625”
(5/8”)

10’       12.5’

1/2” Male NPT

6.0” 6

7.00”

1.19 lb

 NS-12-25-_ 20’       25’ 10.5” 13 1.88 lb

 NS-12-50-_ 40’       50’ 19.5” 27 3.08 lb

 NS-12-50-_-BULK 40’       50’ No Fittings 19.5” 27 3.08 lb

Fitting Compatibility
N-Style Compression Replacement Fitting (Page 221)

NS - 14 - 12 - Y

Model

NS Nylon Spiral

Inside Diameter

14 1/4”

38 3/8”

12 1/2”

Total Length

12 12.5 ft

25 25 ft

50 50 ft

Color

Y Yellow

R Red


